
Internal Ball Truck

 

Concord American Flagpole’s Ball Truck combines 
the function of the truck assembly with the 
ornamental features of a ball finial, offering 
Architects, Specifiers and Project Owners a 
unique truck assembly with superior aesthetics 
and unmatched durability.

Internal Halyard – 8" and 10" Cast Ball Truck 
For Use With Rope Halyard Cam Cleat Flagpole Systems

Internal Halyard – 8" Cast Ball Truck
For Use With Wire Halyard Winch Flagpole Systems

Internal Halyard – 18" and 24" Spun Ball Truck
For Use With Wire Halyard Winch Flagpole Systems

Internal Halyard – 10" and 12" Cast Ball Truck
For Use With Wire Halyard Winch Flagpole Systems

•  Cast Aluminum construction with 
GoldTone Powder Coated finish.

•  Internal, Aluminum Pulley.

•  SEALED Upper and Lower Stainless 
Steel Ball Bearing Assemblies. 

•  Cast Brass Halyard Exit Bushing reduces 
wear, significantly increasing Truck life.

 

 

Part Number Cast ball size max. toP Dia. 

Part Number Cast ball size max. toP Dia. 

Part Number sPuN ball size max. toP Dia. 

Part Number Cast ball size max. toP Dia. 

GoldTone     
TRK-9646-GDT 8" 3-1/2" 
TRK-9616-GDT 10" 4" 
Powder Coat   
TRK-9646-*** 8" 3-1/2" 
TRK-9616-*** 10" 4" 
Satin Finish   
TRK-9646 8" 3-1/2" 
TRK-9616 10" 4" 

GoldTone     
TRK-9846-GDT 8" 3-1/2" 
Powder Coat   
TRK-9846-*** 8" 3-1/2" 
Satin Finish   
TRK-9846 8" 3-1/2" 

GoldTone     
TRK-9876-GDT 18" 7-1/2" 
TRK-9878-GDT 24" 7-1/2" 
BronzeTone     
TRK-9876-*** 18" 7-1/2" 
TRK-9878-*** 24" 7-1/2" 

GoldTone     
TRK-9816-GDT 10" 4" 
TRK-9856-GDT 12" 4-1/2" 
BronzeTone     
TRK-9816-*** 10" 4" 
TRK-9856-*** 12" 4-1/2" 
Satin Finish   
TRK-9816 10" 4" 
TRK-9856 12" 4-1/2" 

**Stainless Steel Spindles are Standard on 24" Spun Aluminum Ball Trucks.

  pricing options.
  TRK-9876.  Contact Customer Service for size and
  Flying Eagle available only on TRK-9856 and

• Factory-Attached Eagles are available. Extra-Large

available
• 1-1/4" NPT Spindle. Stainless Steel Spindle option  


